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  IP66 Waterproof IR camera
  IR LED : 23pcs*5mm,
  IR Distance : 20M
  Lens : 3.6mm fixed lens
  DC 12V Input Jack
  Over Voltage may cause damaged

Sensor 1/2.7 

Power System PAL

DSP V30

Active Pixel 1920*1080

SYNC. Internal

Resolution 1080P

VIDEO.OUT A/T/C/CVBS

Minimum Illumination 0.01Lux(F1.2)

Gama adjust 0.45

Electric Shutter 1/50s-1/10000s

S/N Ratio 48dB(min) (AGC closed)

WDR OFF/ON

DNR 2D-DNR

WHITE Balance ATW/MWB

AE MODE GLOBE/BLC

OSD Yes

Coaxial Yes

Language Eng Chin1 Chin2 Ital Spain

Day/Night Ext Color, B/W

Power/current 12VDC(+/-10%)/300mA

Weight 350g

Storage Temperature -30°C~+60°C

Operating Temperature -10°C~+45°C

Model ACAT-5236WE

1/2.7
Sensor

2MP 20M. Len
3.6 mm

IR LED
23 pcs

ACAT-5236WE

IR Bullet Camera 
4 In 1  ระบบ AHD / CVI / ANALOG /  TVI

IP66

Main Features

Specification
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4 IN 1
AHD / CVI / 
Analog / TVI


