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          ■ Features
                 ◆◆◆◆ Weatherproof IR High Speed dome Camera

                 ◆◆◆◆ PAN 360°,TILT:90°

                 ◆◆◆◆ 23X Opical Zoom 700TVL

                 ◆◆◆◆ Buil-in OSD, Auto Flip

                 ◆◆◆◆ 220 Preset, 4 Cruise, 4 Pattern, Continue Scanning.

                 ◆◆◆◆ RS-485,Multi-Protocol

■  Size Chart

IR High Speed Dome 

EV-SP5823XI

■ Specifications

Model Name

  Image Sensor

  Horizontal Resolution

  Total Pixel Array

  Min. Illumination

  TV System

  Lens Furnished

  Pan rotation   

  Tilt rotaion  

  Presets    

  Waterproofing Criterion

  S/N Ratio

  Electronic Shutter

  Gamma

  White Balance

  Gain Control

  Sync. System

  Tour 

  Power Supply

  Operation  Temperature

  Dimension

  Weight

   Auto

   Internal sync 

   4 group 

   DC12V, 3A

   -35°C~+55°C (with fan and Heater) 

   250 x 375 mm

   3kg.

   NTSC:1/60~1/100,000, PAL:1/50~1/110,000

   0.45

   IP 66

   Auto

   360° Continuous

   90°  

   220   

   More than 48dB

   PAL/NTSC

   23X Optical Zoom Lens

   PAL: 976*582, NTSC: 976*494 (H*V) 

   0LUX, 0.001LUX

  EV-SP5823XI

   Sony 1/3"

   700TVL
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