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■ Features
      ◆ Weatherproof Bullet

      ◆ 1/3" CMOS IR BULLET CAMERA

      ◆ High Resolution Low Lux True D/N

      ◆ Fixed HD Megapixel Lens 2.8-12mm lens

      ◆ Support Standard ONVIF V2.4

      ◆ Support Mobile Viewer

      ◆ Realtime Full Frames

■ Specifications

Model Name
  Signal System

  Scanning System

  Image Sensor

  Sync. System

  Effective Pixels No.

  Video Output Level

  Lens

  IR LED & Visible Range

  Day & Night System

  Min. Illumination

  Brightness / Contrast

  Compression

  ONVIF Standard Access

  WEB Configuration

  IP Rating

  Operation Temperature

  Power

  Dimensions

  Net weight

   IP66

   -10 °C - 45 °C (14 °F-113°F)

   DC12V

www.evo.co.th

   L:209 x W:76 x H:77mm

   1.6 kg (without bracket)

   H.264/MJPEG

   ONVIF V2.1

   0.1Lux(Color) / 0 Lux IR On

   Yes

   2.8-12mm varifocal lens

   IR LED 42pcs Φ5mm (850nm/60°), Max. 50m

   Mechanical ICR

   Auto/Manual

IP Camera
EV-IP130L

   1280(H) x960(W), 1280(H) x720(W)

   1.0Vp-p (BNC 75Ω composite)

   1/3",1.3-Megapixels CMOS

   Internal

   EV-IP130L
   Progressive image scan

   4:3,16:9 Progressive
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