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ZAB801W

Specifi cation

1000TVL CMOS Box Camera

 Color 1/3” CCD Sony Effio-V, 800TVL 

 WDR, Defog, 2D+3D DNR, 3D-DNR Anti-blur, DIS, 

Color at night, Double Scan, BLC 

 Motion Detection, Privacy Masking    

 UTC Menu optional 

Model No. ZAB801W

Image Sensor 1/3” Sony 960H Double Scan CCD 

DSP Effio-V(CXD4141GG) 

Scanning System 2:1 Interlace 

Total Pixel PAL: 976H*582V    NTSC: 976H*494V 

Horizontal Resolution 800TVL 

Min. Illumination 0.01Lux@F1.2 

S/N Ratio ≧52dB 

Video Output 1.0Vp-p/75Ω 

Gamma Correction 0.45 

Sync. System Internal/External Synchronization 

Day & Night Auto/ Color/ B/W 

Shutter Speed 1/50 -1/10,000 SEC 

 FFO/NO SID

Digital Zoom 0-255 

White Balance ATW/Preset/ Manual/Indoor/ Fluorescence/Outdoor 

BLC ON/OFF/HLC 

Mirror Flip Horizontal 

Motion Detection ON/OFF 

Privacy 20 Area Setting 

AGC Auto/Manual 

Display Language English, French, German, Russian, Japanese, Spanish, Portuguese 

Sharpness ON/OFF (Level Adjustable) 

WDR ON/OFF 

Digital Noise Reduction 2D+3D DNR 

Color at night ON/OFF 

Defog Auto/On/Off 

Lens Type CS Mount 

Current 130mA 


