
1/3” SONY Super HAD CCD II with color 420 TV Lines

Aluminum alloy vandal proof housing design

Wide input voltage with internal regulator (DC 9-20V)

Anti-Exposure IR night vision

24 IR LEDs with IR distance 20 Metre

High e�ciency 850nM 30deg., IR LED

IR Re�ection free with double glass

High de�nition �xed iris 3.6 or 6.0mm board lens

Constant current circuit for long life IR

Waterproof IP67 housing rating

FCC , RoHS , CE Certi�ed

Specifi cationDimensions (unit : mm)
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Model
Resolution 

1 Vp-p 75 ohm

PAL

1/3" SONY Super HAD CCD II   

537(H) x 597(V) 

DC12V 300mA

More than 48 dB (AGC Off)

20 M

94mm(D) x 67mm(H)

430g

24 pcs Φ 5 IR 850nm LED 

 

Image Pick-up Device 

Pixels  

Power supply

TV system

3.6mm or 6.0mm
2 : 1 InterlaceScanning System 

Lens

S/N ratio

N / AMenu Function

1/50 - 1/100,000 secElectronic shutter

0 Lux @ IR “ON”

Auto gaining

Auto backlight compensation
Auto white balance (2500K - 9500K)

Min. illumination

Gain control

Back light
White balance

IR Distance

Video output

Dimension

YesAnti-Exposure IR night vision

IP67Waterproof rating

Multiple lightning proofLighningproof function

-10 °C to 50 °C RH 95% MaxOperation temperature

Weight

LED quantity

ZOR422X
420 TV Line


